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Abstract—Cellular ferroelectrets exhibit interesting electro
mechanical-acoustical characteristics. Their recent appearance 
and remarkable properties open up new possibilities for the de
sign and development of ultrasonic transducers. In particular, 
the feasibility of fabricating ultrasonic vortex generators using 
ferroelectret films is demonstrated in this work. To this end, 
a transducer prototype was built by gluing the material onto 
a tangential-helical surface (outer diameter: 40 mm, pitch: 
3.45 mm). Experimental results agree well with the theoretical 
estimation of the pressure and phase of the acoustic field in 
the near field and far field, which corroborates the potential of 
ferroelectrets to customize special acoustic fields. Furthermore, 
the proposed fabrication procedure is inexpensive and repre
sents a new alternative for exploring and analyzing the special 
characteristics of acoustical helical wavefronts. 

I. INTRODUCTION 

PHASE distribution singularities constitute an intrinsic 
characteristic of a given acoustic field. This type of 

feature occurs naturally in a wavefront and is known to be 
resistant to disturbances in the field [1]. In general, phase 
singularities, depending on the morphology of the disloca
tion, can be axial, screw-type, or mixed. Particularly, in 
this work we focused on screw dislocations, in which the 
transverse plane of the wavefront, normal to the propa
gation axis, exhibits a phase distribution which linearly 
increases from 0 to 2TT over any circular trajectory around 
the principal axis. Fig. 1 shows a spatial representation of 
a beam with a screw dislocation, also known as a helical 
wave. 

Because of the great similarity between a helical wave-
front and vortices in a fluid, pressure fields with screw dis
location are also known as acoustic vortices (AV). Indeed, 
under special conditions, the interaction between vortices 
of this type resembles that of their fluid counterparts [2]. 
Although the existence of a wavefront with screw disloca
tion was first identified acoustically, most of the subse
quent research and applications has been reported in the 
optics field [3]. In this sense, it has been demonstrated 
that a helical wavefront transports angular moment [4], 
which makes it possible to control the orientation of ab

sorbent particles in an optical tweezer [5]. Applications to 
trap atoms have also been proposed [6]. 

In the acoustic context, AV can occur either in the 
linear or nonlinear regime [7], [8]. Considering that several 
researchers have found analogies between the structure 
of screw dislocations and vortices in fluids and quantum 
mechanics, the AV has been proposed as a tool for the 
experimental study of their optical, fluidic, and quantum 
counterparts. Recently the transfer of angular momentum 
from rotating acoustic waves to matter has been experi
mentally demonstrated by using several sound sources [9]. 
[10]. Another interesting property of the AV is the storage 
and transmission of digitized information with the par
ticularity that the phase coding is in space and not in 
time [11]. Even though the potential of use of AV has been 
reported, their application in acoustics has been scarce. 
This can be attributed, in part, to the need for complex 
instrumentation to generate a helical wavefront. Thus far, 
different methods for AV generation have been proposed, 
namely, direct generation from a specially shaped source 
[7], [12], the optoacoustic technique [13], mode conver
sion from wave plane to AV [9], or use of a phased array 
system [11]. 

Ferroelectret technology exhibits interesting properties 
which make it an excellent candidate to satisfy the cur
rent demand for the development of airborne ultrasonic 
transducers. In particular, cellular ferroelectrets open up 
new possibilities at the transducer design stage, to ap
proach the trade-off among bandwidth, directivity, sen
sitivity, and cost. This is possible because of their high 
(¿33 piezoelectric coefficient; wide frequency range of op
eration (from 30 kHz to 2 MHz); low acoustic impedance 
(«0.03 MRayls), which results in a good adaptation to the 
air; and their unprecedented mechanical flexibility. Fur
thermore, ferroelectrets are easy to use and have a low 
fabrication cost [14]—[16]. In this work, we propose a fast 
and inexpensive alternative for the creation of acoustic 
vortices by gluing a ferroelectret film onto a tangential/ 
helical surface substrate. The high mechanical flexibility 
of this material allows us to fabricate transducers on any 
developable surface. (A developable surface is any sur
face that can be obtained by transforming a plane with
out tearing, stretching or shrinking, i.e., folding, bend
ing, rolling, cutting, and/or gluing.) This characteristic 
of the film, along with its broadband piston-like response 
that remains unaltered regardless the radius of curvature, 
opens up the possibility to customize special acoustic pat
terns [16], such as acoustic vortices in air and at ultra
sonic frequencies. To the best of our knowledge, this is the 
first demonstration of the generation of AV at ultrasonic 



Fig. 1. Representation of the constant phase planes of a wavefront with 
screw dislocation (helical wavefront). The black arrow indicates the di
rection of propagation of the wavefront. 

Fig. 2. Left: Prototype fabricated with Emfit film glued on a helical 
substrate using an electrically conductive adhesive tape. Dislocation p 
of 1A at 100 kHz in air. Outer diameter: 40 mm. Right: CAD model of 
the screw dislocation. 

frequencies in air. Using broadband ferroelectrets as the 
active material in the vortex generator fabrication process 
also constitutes a novelty. 

In Section II, a detailed description is given of the AV 
generator transducer and the instrumentation utilized. 
In Section III, an overview of the theoretical formulation 
of helical beams is included for completeness. In Section 
IV, the generated radiating pattern is measured and com
pared with simulation results. The results obtained al
low us to corroborate the great potential of ferroelectrets 
to fabricate developable-surface transducers. Finally, the 
conclusions of the work are presented. 

II. MATERIALS AND METHODS 

To fabricate our vortex generator prototype, we have 
used the electromechanical film Emfit, type HS-03-
20BRAL1 (Emfit Ltd., Vaajakoski, Finland). The film 
consists of a cellular structure of polypropylene whose 
internal cavities have been permanently polarized. The 
nominal thickness of the film is «70 |im and one of its 
sides is coated with vaporized aluminum, which acts as 
the upper electrode. 

To fabricate the transducer, the Emfit film is cut to 
shape and size and fixed on a rigid substrate. The non-
metalized side of the active film is glued to the substrate 
surface using an electrically conductive adhesive tape, 
which does not affect the electromechanical response of 
the film and provides a sufficiently rigid and homogeneous 
foundation. Because the substrate is a developable sur
face, the creation of creases is avoided. Consequently, the 
substrate geometry determines the radiating field pattern. 
The solid substrate geometry was fabricated using a rapid 
prototyping machine using acrylonitrile butadiene styrene 
(ABS) polymer. 

A. Vortex Generator 

The prototype substrate exhibits a tangential surface 
which corresponds to a screw dislocation of a pitch p = 
3.45 mm, see Fig. 2. In this work, we have measured the 
acoustic field generated by a burst excitation signal of ten 
cycles at 100 kHz. That is, the resultant vortex exhibits 
a topological charge m = p/X = — 1 where A is the acous

tic wavelength. At frequencies greater than 150 kHz, the 
velocity profile of the film becomes uneven because of the 
random nonuniformities of the electromechanical proper
ties of the film. However, at frequencies up to 100 kHz, the 
vibratory pattern of the Emfit film resembles a piston-like 
response. Consequently, a quasi-ideal helical wavefront 
was expected at this frequency [17]. 

B. Instrumentation Setup 

The acoustic field generated was measured at two dif
ferent observation planes, perpendicular to the axis of 
propagation, using a calibrated microphone (1/8 in. Type 
4138, Brüel 

and Kjasr, Nasrum, Denmark). Specifically, the 
helical beam was measured at a distance of 100 mm and 
200 mm from the transducer. Using an XY linear mo
tion stage system, it was possible to measure the instan
taneous pressure amplitude at different observation points 
arranged in a regular square grid. A displacement incre
ment of 1.6 mm was chosen in both horizontal and vertical 
directions. To avoid the creation of a standing wave field, 
a low pulse repetition frequency was used. Also, the trans
ducers were located at a sufficient height from the surface 
of the antivibratory table to avoid the effect of reflections. 

Excitation signals were produced using a signal gen
erator (33120A, Agilent Technologies, Santa Clara, CA) 
along with a power amplifier (9400, Tabor Electronics, Tel 
Hanan, Israel), which allows us to apply ac voltages of up 
to 400 Vpp at frequencies from 0 to 500 kHz, see Fig. 3. 

III. ACOUSTIC VORTEX: THEORY 

Gauss-Laguerre beams are solutions of the paraxial 
wave equation in cylindrical coordinates. This type of 
beam exhibits many of the special characteristics of a he
licoidal wave. Because of this, and considering their rather 
simple mathematical description, they are commonly used 
to synthesize acoustical vortices [7], [18]. 

Considering a cylindrical coordinate system (r,<f),z) 
with origin O located at the center of the transducer, z 
indicates the propagation direction normal to the trans
ducer, and (r, </>) are the cylindrical coordinates of any 
transversal plane (see Fig. 2). The acoustic pressure at a 
given point (r, </>) is given as [19] 
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Fig. 3. Ins t rumenta t ion setup. 

where 

P(r, (f>, z, t) = pn,m{r, (j>, z) exp(i(fcz - ivt)), (1) 

Pn,m{r,(j),Z) = E( )<&m{4>yS>n{z) (2) 

is the pressure distribution at a plane normal to the prop
agation axis. The functions E, G, $, and 'F are, respec
tively, the envelope of the beam (usually assumed to be 
Gaussian), the amplitude distribution near the core of the 
vortex, the beam phase structure, and the Gouy's phase. 

A Gaussian envelope of the beam is given by 

E(r, z) 
A 

(1 ,2W2 exp 
M) 

exp 
kr z 

2(z2 + 4)J 
(3) 

where A is a normalization constant, ZR = kiUfj/2 is the 
Rayleigh's distance (WQ is the width of the beam at z = 0 
and k is the wavenumber), and w(z) = WQ[1 + (Z/ZR)2]1 /2 

represents the width distribution of the beam throughout 
the propagation path. 

Pressure distribution close to the core of the beam is 
given by 

(^n,m\T: / 
r V 2 ' 
w(z) j 

I) (n- |m|) /2 
2rz 

V)) 
(4) 

where ¿tLimrw2
 a r e the Laguerre's generalized polynomials 

[20] of radial index n = \m\, \m\ + 2, \m\ + 4 , ..., and to
pological charge m. 

The helical structure of the beam phase results from 
the term: 

$m(4>) = exp(im<^>), 

and the Gouy's phase reads [7], [21]: 

tyn(z) = exp[-i(ra + l)'ip(z)}, 

where -ip(z) = arctan (Z/ZR). 

(5) 

(6) 

£ 
Fig. 4. Ins tantaneous Gaussian helical field. Simulation results using a 

topological charge m = — 1 . Left: pressure magni tude , right: phase. 

Fig. 5. Ins tantaneous Gaussian helical field. Simulation results using a 

topological charge m = —3. Left: pressure magni tude , right: phase. 

Eq. (1) enables us to synthesize a Gaussian beam cor
responding to a phase singularity in the wavefront and 
its evolution with time at any observation plane paral
lel to the vortex generator transducer. This result, used 
frequently to model an optical helical beam, is employed 
in the next section to qualitatively compare the structure 
of the screw dislocation obtained from theoretical simula
tion with that measured at the observation planes. Figs. 4 
and 5 show the instantaneous pressure field of a Gaussian 
beam and its respective phase distribution, for two differ
ent topological charges, i.e., m = — 1 and m = —3. Note 
that phase varies between — 7r rad and 7r rad as we follow 
a circular trajectory around the core of the vortex; finding 
one and three discontinuities respectively. 

Considering that the Gaussian beam formulation is 
not satisfactory to model the near field pattern of a finite 
source generating a helical beam, we have also used the 
well-known distributed point source method [22] to nu
merically predict the acoustic field produced by the fabri
cated prototype, as shown in Fig. 6. 

IV. RESULTS: HELICAL WAVEFRONT GENERATION 

In this section, we demonstrate that gluing a ferroelec-
tret film on a developable surface allows us to generate a 
customizable acoustic radiating pattern. In particular, we 
show that it is possible to create an acoustic vortex using 
a tangential surface substrate. Empirical and theoretical 
simulation results are compared to evaluate the quality 
of the generated helical wavefront at two different planes 
of observation. We applied a sinusoidal burst of 10 cycles 
at a frequency of 100 kHz, using a low pulse repetition 
frequency to avoid the creation of a standing wave. Figs. 
7 and 8 show the measured and estimated acoustic pres
sure fields, at 100 and 200 mm, respectively, at 4 different 



Fig. 6. Magnitude estimation of the azimuthal field (XZ) radiated by a fi
nite source of similar dimensions to the fabricated vortex generator, with 
(left) and without (right) screw dislocation. Estimation accomplished us
ing the distributed point source method, m = —1, frequency = 100 kHz. 

instants during a cycle of oscillation. Experimental results 
agree well with the theoretical estimation obtained using 
a synthesized Gaussian beam of topological charge m = 
— 1 (see also Fig. 4), which corroborates the feasibility of 
using cellular ferroelectrets to create acoustic vortices. 

In Fig. 9, the envelope of the synthesized Gaussian 
beam is compared with that of the acoustic vortex mea
sured at the observation planes. A fairly good agreement 
is observed in the far field of the vortex generator pro
totype, at (X,Y,200 mm). However, in the near field (Z 
< 116.61 mm), the measured envelope does not properly 
follow Gaussian behavior. This result is explained by the 
limitations of the Gaussian beam formulation to emulate 
the radiated field of a finite acoustic vortex generator (see 
Fig. 6). 

Figs. 10 and 11 depict the stationary absolute value 
of the pressure distribution along with the instantaneous 
phase, at 100 and 200 mm from the transducer, respec
tively. These estimation results were obtained using the 
distributed point source method because the observa
tion plane at Z = 100 mm is still in the near field of the 
fabricated transducer. The screw dislocation singularity 
is clearly appreciated because the phase changes from 
— IT rad to IT rad as we move around the core describing 
a circle. That is, the phase linearly increases from — IT to 
IT as the principal axis is rotated counterclockwise. As 
expected, the acoustic pressure fields, measured and mod
eled, resemble a doughnut and the pressure at the core is 
zero with phase undetermined, even within the near field. 
It should be pointed out that the effect of the attenuation 
with frequency was not included in the theoretical simula
tions. 

Finally, the quality of the generated vortex is also ob
served from Fig. 12. It shows the time variation of the 
pressure at 51 equidistant observation points deployed on 
a straight line that crosses the principal axis (Z) and is lo
cated in the plane (X,Y,200 mm). The low pressure level 

Fig. 7. Normalized instantaneous pressure amplitude at an observation 
plane located 100 mm from the transducer. Four different instants within 
a period of oscillation r are shown (0, r /4, r /2, 3r/4). Topological charge 
m = —1. Left: Measured acoustic vortex, right: synthesized Gaussian 
beam (VJQ = 13 mm, z = 100 mm). 

close to the core is clearly observed; see the time response 
at point number 25. Also, a phase shift of 7r between any 
two observation points located on opposite sides of the cen
ter is measured. Fig. 13 illustrates the points of constant 
phase located on the observation plane (X,Y,200 mm), at 
every sample time, i.e., as the measured wavefront crosses 
the plane. The helical deployment of the points observed 
also allows us to conclude that the generated field greatly 
emulates the theoretical characteristics of an ideal acous
tic vortex, see also Fig. 1. 

V. CONCLUSIONS 

Cellular ferroelectrets exhibit special characteristics 
which result in an unprecedented versatility at the de
sign stage of acoustic transducers. A high mechanical flex
ibility, which allows us to fabricate transducers on any 
developable surface, along with a broadband piston-like 
response that remains unaltered regardless of the radii 
of curvature, open up the possibility of creating special 
acoustic patterns such as acoustic vortices in air and at 
ultrasonic frequencies. To our knowledge, this has not yet 
been reported. 
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Fig. 8. Normalized instantaneous pressure amplitude at an observation 
plane located 200 mm from the transducer. Four different instants within 
a period of oscillation r are shown (0, r /4, r /2, 3r/4). Topological charge 
m = —1, left: measured acoustic vortex ("K |). Right: synthesized Gauss
ian beam (M)0 = 13 mm, z = 200 mm). 
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Fig. 9. Comparison between the envelope of a Gaussian beam and that 
of the acoustic vortex generated with the ferroelectret-based transducer. 
Left: at the observation plane (X, Y, 100 mm), i.e., in the near field of the 
vortex generator; right: at the observation plane (X,Y,200 mm). 

Experimental results obtained were in excellent agree
ment with theoretical estimations which indicates that it 
is possible to generate high-quality helical wavefronts eas
ily and reliably. This paves the way for the potential use of 
acoustic vortices in engineering applications without using 
a complicated setup to produce them. Considering that the 
sensitivity of the ferroelectret films is moderate (around 
15 to 20 dB lower than that of resonant piezoceramics 
and PVDF-based transducers), the excitation voltage and 
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Fig. 10. Normalized magnitude (top panel) and phase (low pane) of a he
lical wavefront at an observation plane located at a distance of 100 mm 
from the transducer. Maximum pressure obtained: 1.37 Pa. Frequency 
= 100 kHz. Topological charge m = — 1. Left: measured acoustic vortex, 
right: simulated using the distributed point source model method. 

Fig. 11. Normalized magnitude (top panel) and phase (low pane) of a he
lical wavefront at an observation plane located at a distance of 200 mm 
from the transducer. Maximum pressure obtained: 0.98 Pa, frequency 
= 100 kHz. Topological charge m = — 1. Left: Measured acoustic vortex 
CQl), right: simulated using the distributed point source model method. 

the size of the vortex generator must be properly cho
sen to obtain the desired acoustic output. However, its 
wide frequency range of operation, from 20 kHz to several 
hundreds of kilohertz, which allows us to create vortices 
of different topological charge using the same transducer, 
and its ease of use make the ferroelectret technology an 
excellent candidate for ultrasonic vortex generation. Fur
ther research is required to quantify the effect of the varia
tions in the piston-like response of the film at frequencies 
beyond 150 kHz on the generated acoustic vortices. 

It is important to point out that the ultrasonic vortex 
can also be achieved using a ferroelectret-based multi-
transducer along a phased-array system. In this manner, 
the phase singularity is created not by using a helical 
surface but electronically. An easy procedure to fabricate 
ferroelectret-based multi-transducers has recently been 
demonstrated [23]. 
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Fig. 12. Time variation of the acoustic pressure of 51 different points deployed on a line that transversely crosses the helical wavefront measured at 
(X, Y, 200 mm). The spacing of the observation points was 1.6 mm. Left: time responses arranged vertically, right: top view of the pressure distribu
tion. 
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Fig. 13. Time evolution of the ultrasonic vortex. Plotted dots correspond 
to the points with constant phase measured on a grid covering the plane 
(X, Y, 200 mm). The spacing between the elements of the grid is 1.6 mm. 
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